(DOT) regulations. Connect the battery wire as shown.
The UPS will not operate unless the steps below are performed.

WWWw.apc.com

Back-UPS Pro®
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a Set the UPS at the edge
of atable.

b. Slidethe battery
compartment cover down.

User’'s Manual

990-2052C Revision 3 4/00

d. Slide the battery back in.

Avoid pinching the wires. cover back into place.

e. Slide the battery compartment

1 connect Battery Wire (must be completed FIRST)

The UPS s shipped with one battery wire disconnected - in compliance with Department of Transportation

c. Grasp the tab attached to the battery
and dlide the battery partialy out.
Connect the black wire to the battery
by pushing it all the way onto the
terminal. Small sparks are normal.

2 Place / Power UPS

Place the UPS to avoid:

« Direct sunlight
¢ Excessive heat
» Excessive humidity or contact with liquids.

: s.: :(((ce(: ;

Plug the UPS directly into awall outlet.

=

¢ The Building Wiring Fault indicator may flash
momentarily while being plugged in.

 The UPS begins charging when connected
to utility power.

* Four hours of charging should be sufficient to
achieve maximum battery capacity.

3 Check Building
Wiring Fault
Indicator

Do not plug surge protectorsor power sripsinto Battery
Backup outlets.

Battery Backup Plus Surge Protection outlets (4)

Thefour battery backup plus surge protection outlets should be used
for senditive equipment such as computers, monitors, and externa
drives. Battery power isautomatically provided in case of power
outage. Power (utility or battery) isnot supplied to these outlets
when the UPSis switched Off.

SurgeProtection outlets(3)

The three surge protection outlets should be used for al other
peripherals such asaprinter, scanner, fax machine or even an office
lamp. These outlets do not provide power during a power outage.
These outlets are always on (when utility power isavailable) and
arenot controlled by the front panel switches.

Transformer Block outlets(2)

One Battery Backup Plus Surge Protection and one Surge Protection
outlet accept transformer blocks (bottom outlet on |eft and right).

If the Building Wiring Fault indicator on the
power plug stayslit, one of thefollowing
conditionsexist:

« Open or high resistance ground.

* Hot and neutra polarity reversd.

* Overloaded neutrd circuit.
A lit indicator meansthat a possible shock
hazard exists. Improper buildingwiring
should be corrected by a qualified eectrician.
Note: Improper building wiring will not prevent
the UPS from operating but will limit its
protection cgpability. Improper building wiring
could result in equipment damage that is not
covered by APC. Plesserefer to APC's
Equipment Protection Policy for detalls.

4 Connect Equipment to UPS

(Typical Installation)

5 Connect Phone
Cables to Surge
Protection

The telephone surge protection protects up to two
analog phone lines (not digital) that are serviced by
one phone cable. One cable goes from the wall outlet
to the UPS jack “Wall Outlet”. The other cable goes
from the UPS jack “Modem/Fax/Phone” to the
equipment (phone, fax, external modem, computer).
If you need to connect two pieces of equipment, you
will need to use aline splitter.

wall
Outet

Modem/Fax/Phone

When plugging the phone lines into the back of
the UPS, the release tab you depress to unplug the
phone line should be facing up.

8 Switch On/Test the UPS YV

Press the On/Test button. Y ou will observe the following events after
pressing and releasing the On/Test button:

¢ Thegreen On Lineindicator will flash.

* Theyellow On Battery indicator will light while a battery test is performed.

* When the self-test has successfully completed, only the green On Line indicator will be lit.

» Thered Overload indicator may flash briefly when the UPS is switched on.
Following thetest, if ared indicator is displaying, consult the troubleshooting section.
ToPerform a Salf-Test
Y ou can perform a self-test after the battery is fully charged and while the UPSis On Line by pressing and
holding the On/Test button for more than 1 second, or until you hear a second beep, and then releasing it.
Green On Lineand Red Overload Indicator

7 Connect USB Cable (optional procedure)

The User's Guides with information on using APC' s hardware and software products with Windows 98,
Windows 2000 and Mac OS 9 (9.0.4 or higher) are located in the root directory of your CD-ROM. Y our
computer system must be On before starting this procedure. |f needed, have your Windows 98 operating system
CD-ROM ready. Connect the USB cable end, with the USB symbol facing down, to the UPS. Connect the
other end of the USB cable directly to the MAIN/ROOT USB port on your computer.

USB Hubs
The UPS should be plugged into the USB port on the computer, not into a USB hub.
USB Extension Cables
USB was designed to operatein thelocal desktop environment. Full speed USB devices can be connected up to
5 meters (16.5 feet) apart. Low speed USB devices can be connected up to 3 meters (10 feet) apart.

The APC Back-UPS Pros are low speed peripherals. The APC Back-UPS Pro should be connected directly to
the PC with the supplied USB cable to ensure reliable operation of the Power Management Extensions and
APC Shutdown Manager software. The standards committee that created USB does not approve USB extension
cables and APC does not recommend them. Their usage will not harm USB equipment but overall system
reliability could be affected.

Attention: Compaq Presario 5000/5100/5200 PC usersonly!

If you plan to utilize the Power Management Extensions software provided with the APC Back-UPS Pro350/
500, areliable USB connection is required. Series 5000/5100/5200 computers using non-Intel chipsets have
demonstrated unpredictable USB performance with some USB peripherals. APC has devel oped a specia USB
connector for these computers that will significantly improve the reliability of USB communications. APC
strongly recommends the use of this specia connector with Compag 5000/5100/5200 series computers. To
order refer to, the Web at http://promo.apc.com (key code J4217) or to the enclosed Business Reply Card or call
APC Technical Support at 1-800-800-4272.

When the green On Line and red Overload indicators are flashing alternately, it means that the UPS has
entered Slegp mode and the battery power is switched off. Thisflashing lasts for 16 seconds after the UPS
has been shut down by the software and is an expected occurrence. If your computer has been shut down
by the Power Management Extensions software or APC Shutdown Manager and AC power is restored prior
to the UPS entering sleep mode, i.e. the Windows 98 or Mac OS shutdown warning message has aready
appeared, it is recommended that you proceed with one of the following two options:

1) Wait at least one minute before manually restarting your computer to allow the UPS to complete its
shutdown cycle or; 2) Restart your computer by switching the UPS Off then On again and, if necessary,
press the On/Off button on your computer.

IMPORTANT NOTE: If you manually restart your computer before the UPS has entered Sleep mode, your
computer reboot will be interrupted and will shut off as the UPS completes its shutdown cycle.

To disable beeping pressand hold On/Test button for 5 seconds.

8 Install Software (optional procedure)

Windows 2000 User s (Native Shutdown)

'Y our computer system must beon before starting this procedure. Instal your UPS as per the ingtruction sheet that
shipped with that product. Connect the USB cable: @) connect the USB cable end to an available USB port on your
computer; b) connect the other end of the cable, with USB symboal facing down, to the UPS.

Access Power Options through the Control Panel: choosethe START button, then SETTINGS and CONTROL
PANEL. Double-click the POWER OPTIONS icon.

For aUSB UPS, the didog displays these tabs: Power Schemes, Alarms, Power Meter, Advanced , and Hibernate.

APC recommends you change your settings to those given below. None of the changeswill be implemented until you
click either the OK or the APPLY button in the didog.

Ingtallation with Operating Systems other than Windows 98, Windows 2000 or Mac OS 9 (9.0.4 or higher)

This product is designed for Windows 98,Windows 2000 and Mac OS 9 (9.0.4 or higher). If you do not have one of these operating systems,

your unit will gill provide these primary festures:

« Battery backup, surge protection and telephone line protection to protect your entire desktop from lightning and power surges.

« Runtime needed for you to work through brief power disturbances: this gives you time to manually save your data and shutdown safely.
Thefesturesyou will not be able to use are unattended automatic operating system shutdown and application datasaving.

Windows 98 - UPS | dentified AsHID (Human Interface Device)

When new hardware is added, it is named by the operating system. Windows 98 uses the generic name of HID for aUPS, listed in the Device

Manager under the HID category asaHID Compliant Device.

Windows 98 Build & APC Power M anagement Extensonsfor Windows 98

Power Management Extensions software has been designed specifically to work with Windows 98 Build number 4.10.1998 & Second Edition Tab

APC Recommendations

4.10.2222A.. There are other Windows 98 builds, 4.10.2088 & 4.10.2120, with known problems. Example; Title of tab changesfrom “APC UPS Power 1.Select the HOME/OFFI CE power scheme.

Status’ to*|AJQPAGES’ and“|A|QP” Schemes 2.Inthe RUNNING ON BATTERIES column, change TURN OFF

Mac OS9(9.04 or higher) & APC Shutdown Manager HARD DISKSto NEVER.

APC Shutdown Manager software has been designed specificaly to work with Mac OS 9 (9.04 or higher). There are bilds of Mac OS prior Hibernate | 1.Enablethe option ENABLE HIBERNATE SUPPORT. Click APPLY toimplement this

to Mac 0S 9.0.4 with power driverswith known problems. Please make sure that you have the most up to date version of Mac OS 9 (9.0.4 or (or other options below will not be available).

higher). Alarms 1.Enable hothbettery dams by checking ACTIVATE LOW BATTERY ALARM WHEN POWER

Mac OS9 (9.0.4 or higher) Users

Insert the APC Shutdown Manager CD-ROM into the CD drive. Anicon called APC Shutdown Manager v1.0will gppear on your desktop.
Open the folder and double-click theReadM efile. Make sure your hardware matches the requirements stated in the ReadMefile. Double click
onAPC Shutdown Manager v1.0to begin theinstalation of the software. At the display diaog, click on Continue Read the displayed license
agreement and click Accept if you agreeto the terms. Now click on I nstall to begin, After ingtalation, click on theRestart dialog button to
restart your computer.
Windows 98 Users
1 After connecting the USB cable, the Windows 98 “ADD NEW HARDWARE WIZARD" dialog box is displayed. Insert

your Windows 98 operating system CD into the computer’s CD-ROM drive before proceeding.
2.Follow theingtallation instructions on your computer screen.

During installation, Windows will need to search for new drivers. When prompted, make sure the CD-ROM drive box is checked.
3.After ingtallation is complete, a“Windows 98 CD-ROM” dialog box may gppear. If this happens, just close the box.
4.Remove the Windows 98 Operating System CD from the CD-ROM drive.
5.Insert the APC Ingtallation CD into the computer's CD-ROM drive. The software user guideisafile onthe CD. ItsfilenameisUsers
Guide.pdf.
6.Follow the ingtallation instructions on your computer screen.
If the software does not automatically ingtall, your Windows 98 autorun feature may have been disabled. To ingtall:

LEVEL REACHESand ACTIVATE CRITICAL BATTERY ALARM WHEN POWER LEVEL
REACHES.
2.Set theleve of theLOW BATTERY ALARM SLIDER AT 60% and of the CRITICAL
BATTERY ALARM dlider Schemesat 50%.
3.Click onthe ALARM ACTION button for LOW BATTERY ALARM:
* Enable both sound and message NOTIFICATION.
« Do not enable RUN A PROGRAM (or consult with asystem administrator if you are unsure).
4.Click onthe ALARM ACTION button for CRITICAL BATTERY ALARM:
« Enable both sound and message NOTIFICATION.
 Enable WHEN THE ALARM GOES OFF THE COMPUTER WILL and then choose
HIBERNATE from the drop-down list.
« Do not enable RUN A PROGRAM (or consult with asystem administrator if you are unsure).
Power Meter | No change.

Adanced 1Enable ALWAYSSHOW ICON IN THE TASKBAR.

2.Disable APROMPT FOR PASSWORD WHEN COMPUTER GOES OFF STANDBY .

3 At WHEN | PRESSTHE POWER BUTTON ON MY COMPUTER, choose
HIBERNATE. (This option will not appear if your machine does not support ACPI.)

a Click“Sart'.

b. Click “Rurt’. IMPORTANT: the Power Options Properties application in Windows 2000, including OS shutdown, will not work
c. Enter the path to the setup.exefile on the CD-ROM drive: CD-ROM drive letter:/setup.exe properlyif amachineis APM-enabled.

d. Click“OK".

Please seea PDF file caled “Windows 2000 - User's Guide for USB UPSspdf” on the APC Ingtdlation CD-ROM
for amore detailed explanation of power management with the Windows 2000 operating system. PDF filesare
viewablewith Acrobat Reader, available free on the Adobe web site: hitp:/ww.adobe.conv.

7 After ingdlation is complete, the APC plug Task Bar icon will appear on your Task Bar (near the clock). To start the Power
Management application Double-click on the APC plug Task Bar icon or start the Power Management applet inthe
Windows 98 control panel.




Status Indicators
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There arefour indicator lights and aspesker grilleon

the front pand to indicate UPS status. the UPSisrunning On Battery.

‘\7 On Line(green) - Thisindicator islit whenever conditioned utility
power is powering the Battery Backup outlets.

E'f Single Begp - Thisadam is sounded whenever the On/Test button is
pressed.

["\4] On Battery (yellow) - Thisindicator islit whenever utility power is
outside safe limits and the UPS battery is powering the Battery Backup
outlets. If the outageis extended, APC software can close software
gpplications, and then shut down the operating system and the UPS.

outlets.

Backup outlets are overloaded.

Troubleshooting

Usethetable below to solve minor UPSingtdlation or operation problems. Consult APC Online Technica Support or

[‘f Four Beeps Every 30 Seconds - Thisaarm is sounded whenever e

E'f Continuous Beeping- Thisdarm is sounded whenever alow
battery condition isreached. Batery runtimeisvery low. Promptly save
your data, exit dl applications, and then shut down the operating system.

DED Overload (red) - Thisindicator islit whenever equipment connected

to Battery Backup outletsis drawing more power than the UPS can
provide. Move one or more pieces of equipment to the Surge Protection

[‘f Continuous Tone- Thisadarm is sounded whenever the Battery

call APC Technica Support for assstance with problems that cannot be solved using the table below:

| Possible Cause

| Procedure

UPS will not turm on

Battery is not connected properly.

Check the battery connections. Consult “Connect battery

= Circuit Breaker - Thecircuit bresker button will stick out if
/& anoverload condition forcesthe UPSto disconnect itsalf
! from utility power. If the button sticks out, disconnect non-

essentia equipment and reset the circuit bresker by pushing the button in.

Replace Battery (red) - Thisindicator islit whenever the
automatic diagnogtic test has determined the battery is near theend of its
useful life. The battery should be replaced within two weeks (see Order
Replacement Battery). Failure to replace the battery may result in
insufficient runtime during a power outage.

['Z/ Chirpsfor 1 Minute Every 5Hours- Thisdarm is sounded
whenever the battery hasfailed the automatic diagnostic test.

APC and Back-UPSPro areregigered trademarks of American Power
Conversion.

UPS Storage

If the UPS needs to be stored for extended periods of time, the battery needsto be charged periodically to maximize
battery capacity. Before storing, charge the UPSfor at leest 10 hours. Store the UPS covered and upright in acool,
dry location.

The recommended period of time the unit can be stored without periodic charging is dependent on the
storage temperature:

Extended Storage

wire” under “ Setup” on the front page which shows how to Storage Temperature Recharge Frequency Charging Duration
access the battery and connect the wire. 5t0860F  (-15to 300C) Every 6 Months 10 Hours
UPS not connected to AC power supply. | Check that the UPS power plug is securely connected to the 86t0 1130F (30 to 450C) Every 3 Months 10 Hours

wall outlet.

UPS circuit breaker “tripped”.

Disconnect non-essential equipment from the UPS. Reset the
circuit breaker (on back of UPS) by pushing the button back
in. If the breaker resets, switch the UPS On
and reconnect equipment one a atime. If —
the bresker trips again it is likely that one =
of the connected devices is responsible for

-y
the overload.

Very low or no utility voltage.

Check thewall outlet, that supplies power =

to the UPS, with atable lamp. If the lamp " ’

Utility overvoltage.

isvery dim, have the utility voltage checked
by aqualified electrician.

Connect the UPS to another wall outlet or have aqualified
electrician check the building wiring.

UPS operates on battery

although normal utility voltage exists

UPS'scircuit breaker “tripped”.

Disconnect non-essential equipment from -
the UPS. Reset the circuit breaker (on back @ i
of UPS) by pushing the button back in. ‘

The specific wall outlet the UPSis
connected to does not supply utility
voltage.

Connect the UPS to another wall outlet or have a
qualified electrician check the building wiring.

UPS does not provide expected backup time

The UPSis excessively loaded.

Unplug non-essential Battery Back-Up connected equipment,
such as printers. They can be plugged into Surge Protection
outlets.

Note: Devicesthat have motors or dimmer switches (laser
printers, heaters, fans, lamps, and vacuum cleaners for example)
should not be connected to the Battery Backup Plus Surge
Protection outlets.

The UPS s battery isweak due to
recent outage and has not had time to
recharge.

Charge the battery. The battery charges whenever it is connected
to utility power. Typicaly, six to eight hours are needed to fully
charge the battery from total discharge. UPS runtime is reduced
until the battery isfully charged. Y ou can perform aself test after
the battery isfully recharged by pressing and holding the On/
Test button for more than 1 second, then releasing it.

Battery requires replacement.

If the Replace Battery LED islit, the battery should be promptly
replaced. If the UPSis operated with a weakened battery,
runtime will be significantly reduced. Battery capacity
decreases with frequent power outages or when the UPSis
operated at elevated temperatures. Batteriestypicaly last 3-6
years.

An indicator is lit or flashing

The Overload indicator islit if equipment
connected to Battery Backup outletsis
drawing more power than the UPS can
provide.

Move one or more pieces of equipment to the Surge Protection
outlets.

The Replace battery indicator islit if the
battery is near theend of itsuseful life.

The battery should be replaced within two weeks (see Order
Replacement Battery). Failure to replace the battery may result
in insufficient runtime during a power outage.

The Overload indicator may flash briefly
when the UPS is switched on.

Thisisanormal occurrence.

TheOn Line and Overload indicatorsare
flashing dternately.

The UPS has entered sleep mode and battery power is switched
off. Thislasts for 16 seconds during a power outage and is
normal when software shuts down a UPS.

All indicator lights are flashing

| UPSfailure

| Call APC for service.

UPS does not power the Computer/Monitor during an outage

Battery is not connected.

Check the battery connections. (See “Connect battery wire’
under “Setup” on the front page.)

Computer and/or monitor is plugged
into a Surge Protection outlet.

Move computer and/or monitor to the Battery Backup plus
Surge Protection outlets.

Specifications

Acceptable Input Voltage

0- 160 Vac, Single Phase

Input VVoltage (online) 90-133Vec

Output Voltage 103-133 Vac

Freguency Limits(online) 47 - 63 Hz (autosensing)

Maximum Load 350VA-220W 500VA-315W

Typicd Recharge Time 6to 8 hoursfromtotal discharge

Operating Temperature 3210 104(F (0to 40(C)

Storage Temperature 5to0 113(F (-15to 45(C)

Operating and Storage Relative Humidity 0to 95%, non-condensing

Sze(HxW x D) 94x50x7.9in (239x12.7x20.0cm)

Weight 350VA-14.21b (6.4 kg) 500VA -1541b (6.9 kg)
Shipping Weight 350VA-1621b(74kg) 500VA-17.81b(8.1kg)

EMI Clasdfication

FCC/DOC Class B cartified

Note: Detailed UPS product specifications are available online at the APC web site or through the APC faxback

system (800-347-3299).

Ventilation Clearance

Therecommended clearance for proper ventilation is one inch on each Sde and oneinch  the back.

Order Replacement Battery

Thetypicd battery lifetimeis 3-6 years (depending on number of discharge cycles and operating temperature). A
replacement battery can be ordered from locd retailers, APC, or the APC web site.

The APC part number for the APC Back-UPS Pro (350 or 500) Replacement Battery CartridgeisRBC2

Battery Replacement

Battery replacement isa safe procedure. Y ou may leave the UPS On and equipment connected
during this procedure. Do not replace the battery when the UPSis On Battery.

Please conault the “ Connect battery wire” diagrams (athrough d) on the front page during this
procedure.

1. Setthe UPS at the edge of atable (diagram ).
2. Slide the battery compartment cover down (diagram b).

3. Grasp the tab attached to the battery and slide the battery partially out. Then grab the battery firmly
and pull it out. The battery wires will disconnect as the battery is pulled out (diagram c).

4. Carefully insert the new battery halfway into the UPS, avoid pinching the wires (diagram d).
5. Connect the wires to the new battery:
Red wire - to red terminal
Black wire - to black terminal
Small sparks a the battery terminas are normal during connection.
6. Carefully insert the battery fully into the UPS (diagram d).
7. Slide the battery compartment cover back into place (diagram €).
The old battery must be recycled. Deliver the battery to an appropriate recycling facility or return it to

APC in the packing carton that came with your new battery. Additional recycling information is
provided with your new battery.

If the unit arrived damaged, notify the carrier.

If the UPS requires service, do not return it to the dealer. The following steps should be taken.

1. Consult the Troubleshooting section to eliminate common problems.

2. Verify that the circuit breaker is not tripped. A tripped circuit breaker is the most common UPS problem.
3. If the problem persists, consult APC Online Technical Support or call APC Technical Support.

*  When caling APC Technical Support, have the model number of the UPS, the serial number and
the date purchased ready. Be prepared to troubleshoot the problem over the telephone with an APC
Technical Support representative. If thisis not successful, APC will issue a Return Merchandise
Authorization number (RMA#) and a shipping address.

¢ A UPSunder warranty will be repaired at no cost.

The standard warranty is 2 years from date of purchase. APC' s standard procedure will be to
replace the original unit with afactory reconditioned unit. APC will ship out the replacement unit
once the defective unit has been received by the repair department or cross ship upon the receipt of
avalid credit card number. The customer pays for the shipping to APC and APC pays ground
freight transportation costs back to the customer.

*  Customers who must have the original unit back due to assigned asset tags and set depreciation
schedules must declare such aneed at first contact with an APC Technical Support representtive.

« If thewarranty has expired, thereisarepair charge.

4. For Return:

¢ Disconnect the black wire from the UPS battery. Department of Transportation (DOT) regulations
require that the black battery wire be disconnected before shipping the UPS back to APC. Refer to
“Connect battery wire” instructions and graphics on the front page for how to disconnect the black
wire from the battery.

* PacktheUPSinitsorigina packaging. If the origina packing is not available, contact APC
Technical Support to obtain anew set. Pack the UPS properly to avoid damagein transit.
Never use Styrofoam™ beads for packaging. Damage sustained in transit is not covered under
warranty (insuring the package for full value is recommended).

* Writethe RMA# on the outside of the package.

* Return the UPS by insured, prepaid carrier to the address given to you by Technical Support.

APC Contact Information

ﬁ USA/Canada................ 1.800.800.4272
[:j t:j MEXICO......cvvneevnrainnn 292.0253 / 292.0255
oo Brazil .......oooeveviiiiann. 0800.12.72.1
= Worldwide................... 1.401.789.5735
Web site.....ccveuieneeinnnnnen http://www.apc.com
Online Technical Support...  http://support.apc.com




